Datamax DMXrfNet Ill - print server

General

Device Type:

Networking

Connectivity Technology:

Data Link Protocol:

Spread Spectrum Method:

Data Transfer Rate:

Network / Transport
Protocol:

Line Coding Format:

Frequency Band:

Compliant Standards:

SKU

Product Description:
Device Type:
Data Link Protocol:

Data Transfer Rate:

OPT78-2873-02

Datamax DMXrfNet lll - print server
Print server

802.11b/g

54 Mbps

Network / Transport Protocol: TCP/IP, UDP/IP

Frequency Band:

Compliant Standards:

Print server

Wireless

IEEE 802.T1b, IEEE
802.11g

DSSS
54 Mbps

TCP/IP, UDP/IP

DBPSK, DQPSK, CCK
2.4 GHz

IEEE 802.T1b, IEEE
802.11g

2.4 GHz
IEEE 802.11b, IEEE 802.11g

Compatibility Information

Designed Datamax A-Class Mark Il 4212, 4310, A-4408,
For: A-4606, A-6212, A-6310

Environmental Parameters

Min Operating Temperature: -40 °C
Max Operating Temperature: 85 °C

Miscellaneous

Encryption LEAP, 128-bit WEP, 64-bit WEP, TLS,
Algorithm: PEAP, WPA2, WPA-PSK
Aerial

Antenna: External detachable
Antenna Qty: 1
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